
An advanced and trade approved
on-board weighing system specifi cally
designed for wheeled loaders operating
in the toughest environments

On-Board Weighing
Loadmaster 100



Designed for the fastest loading environments, the RDS Loadmaster 100 uses a 
CAN-based system to enable wheel loaders with precise weighing for improved 
productivity. It is built to compensate for uneven, sloped ground and restricted 
loading areas to reduce cycle times and maximise tons-per-hour performance. 

Loading correctly the first time reduces the need for return trips, which means greater 
efficiency and reduced machine and tyre wear. 

The Loadmaster 100 uses a 7” colour-resistive touchscreen display and additional 
physical keys providing a modern and ergonomic operator interface. 

Suitable for use with up to 10 different attachments, e.g., buckets or forks, the system 
can be retrofitted onto wheeled, telescopic and tractor type loaders. The system 
continually measures hydraulic pressure using up to four sensors to compensate for 
changes in pressure to provide accurate weighing. 

A database capability with up to eight reference fields provides virtually unlimited 
inputs of data by products, individual customers, trucks, hauliers, locations, 
destinations, mix blends and notes. 

Approved to MID Class Y (b) and OIML (UK only), it is suitable for use in commercial 
transactions. Video input for switching the head unit into reversing camera mode 
removes the need for additional screens, releasing valuable cab space.

System Enhancements:
Telemetry – Fast and efficient load data transfer between loader and office.
ICP 300 – Printer option for hard copy prints in the cab.
GPS16 – Automatic product selection.
Temperature Compensation – Enhanced weighing accuracy.

Also in the range:
Loadmaster 50 – Weighing system for medium to large loaders with target
weight entry, last bucket tip-off, temperature and angle sensing compensation,
storage for up to 1000 customers and products, data transfer and printer options.
Loadmaster 50A – Trade approvable weighing to MID Class Y(b) and OIML
Class IIII standards.

Load Accurately in
Challenging Environments
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Clean display and
intuitive operation

Static and dynamic
weighing modes

Accurate record
keeping and 
traceability

GPRS and Wi-Fi
connectivity options

Safe, efficient data
management

Printable reporting

TECHNICAL DETAILS

Operating 
voltage

10 – 30 VDC

Temperature 
range

-20 to +70°C operating

System 
accuracy

Typically +/- 2% of 
capacity or better

Sensor range 0 - 250 bar (others 
available)

EMC 
protection

Complies with 
2014/30/ EU + ISO 
13766 and with EN 
13309:2010

Warranty 1 year

Env. protection Instrument unit:  
IP54 / Sensor: IP67


